
...... 
 

OPTRAL 

......  
optral@optral.com - www.optral.com Ref.: ETW.52.048/07 

 

A
ll 

te
c
h

n
ic

a
l 
s
p

e
c
if
ic

a
ti
o
n

s
 a

re
 s

u
b

je
c
t 

to
 c

h
a

n
g

e
 w

it
h

o
u

t 
p
ri

o
r 

n
o

ti
c
e

. 
C

o
n

s
u

lt
 O

P
T

R
A

L
 f

o
r 

th
e

 l
a

te
s
t 

e
d

it
io

n
. 

  

MicroTube Module06 I/O-FT 
Multitube Dielectric Cable FTTx (Up to 72 FO) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

Standards 
Mechanical and Environmental tests according to IEC 60794-1-21 and IEC 60794-1-22. 
 

Fibre Colour Code (FRT Code): Red – Blue – Green – Yellow - Violet – White. 
MicroTubes Colour Code (FRT Code): Red – Blue – Green – Yellow – Violet – White – Orange – Grey – Brown – Black – Turquoise – Pink. 
 
1 LSZH – Halogen free, low smoke emission and flame retardant thermoplastic compound. 
 
 

 SPECIFICATIONS 

Fibre Count 6 12 24 36 48 72 

Fibres per Tube 6 

Active Tubes 1 2 4 6 8 12 

Outer Jacket LSZH1 

Jacket Colour Black 

Weight (Kg/Km) 45 53 56 58 85 110 

Outer  (mm) 7.2 0.3 8.0 0.3 8.0 0.3 8.0 0.3 10.2 0.3 11.5 0.5 

Tensile Load (N) (Op/Inst) 1800 

Max. Crush (N/dm) 2000 (Short) / 1000 (Long) (IEC 60794-1-21 E3) 

Max. Impact (J) 5 (IEC 60794-1-21 E4) 

Temperature Range -30ºC a +70ºC (IEC 60794-1-22 F1) 

Water Leakage Pass (Optical Core, 3m / 1m / 24h, IEC 60794-1-22 F5B) 

Min. Bending Radius (mm) 20 x Outer  (IEC 60794-1-21 E11) 

Cable Description 
01. FRP Strength Member 
02. Fibre Optics 
03. Micro Tubes (Flexible) 
04. WB Elements 
05. Outer Jacket 
 
 
Fire Performance 
Halogen Free (IEC 60754-1/-2) 
Flame retardant (IEC 60332-1) 
Low smoke emission (IEC 61034-2) 

 

Advantages 
Compact / Resistant / Totally dielectric / Easy stripping / Flexible Tubes / Breakout 
window / Easy-to-access fibre core 
 

Applications 
Universal 
Internal/External Facade Buildings 
 
Options 
Other fibre types available under request 
Special colour code 
Anti-rodent additive 
 
CPR Classification (Euroclass) 
Reaction against Fire: Dca, s2, d2, a1 
Declaration Code: DOP01053 
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